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术语解释

 灯管长度以mm为单位，

除非特殊标明除外。

4P

MDBP

MNBP

SL

SE

DE

= 4-Pin

= MediumBi-Pin

= MiniatureBi-Pin

= SP(SinglePin)

= SingleEnded

= DoubleEnded

增加灯的术语中灯头的类型和连接结构:

灯头类型: 连接结构: 灯管的外径: 
4P = 4-Pin Circline base, SE = Single Ended（单端） T5  =  15mmOD(0.6in) 

single ended(单端四针灯头) DE = Double Ended（双端） T6  =  19 mmOD(0.75in) 
MDBP  = Medium Bi-Pin 中等针脚间距 T8  =  25 mmOD(1.00in) 

(G13;12.7mm) T10=  32 mmOD(1.25in) 
MNBP  = MiniatureBi-Pin(G5;5mm)最小针脚间距 T12=  38 mmOD(1.50in) 
SL = Slimline=SP=Single Pin 单针脚 
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L=LowOzone 

(aka:OzoneFree) 

VH=Ozone 

(aka:VeryHigh 

OzoneGenerating)
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T=Tubular 
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PH =  Preheat 

HO =  HighOutput 

CL =  CellLamp 

U =  UShapeLamp 

PHA =  PreheatSpotAmalgam

 

PHVA
   

=  PreheatPelletAmalgam 

PHHA   =  PreheatHOSpotAmalgam 

PHHVA  =  PreheatHOPelletAmalgam 
 

Germicidal 
 

G 36in T5 L 
G PH 356mm T5 VH 
G HO 36in T5 L /Basetype 
G CL 36in T5 L and 
G U 36in T5 VH Connection 
G PHA 357mm T5 L type 
G PHVA 357mm T5 L (SeeBelow) 

G PHHA 357mm T5 L 
G PHHVA 357mm T6 L 
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